
D Series
¥ Designed primarily for pumping sanitizing solutions in

the food, dairy and pharmaceutical industries
¥ Also available with flanged connections for industrial

applications
¥ Maximum flowÐ625 GPM
¥ Maximum headÐ310 FT

K Series
¥ Industrial design with NPT threaded connections
¥ Close coupled or frame mounted versions
¥ Available in 316 SS or nickel aluminum bronze
¥ Maximum flowÐ130 GPM
¥ Maximum headÐ185 FT

M Series
¥ A sanitary pump in conformance with 3A standards for

milk and milk products
¥ Also offered in an unpolished version with a semi-open

impeller
¥ Maximum flowÐ800 GPM
¥ Maximum headÐ325 FT

Z Series
¥ Heavy duty industrial design with 150 LB flanged
connections
¥ Close coupled or frame mounted versions
¥ Available in 316 SS or nickel aluminum bronze
¥ Maximum flowÐ1600 GPM
¥ Maximum headÐ375 FT

E Series
¥ Variation of the Z Series with a longer stuffing box

for multiple sealing options
¥ Close coupled or frame mounted versions
¥ Available in 316 SS or nickel aluminum bronze
¥ Maximum flowÐ1600 GPM
¥ Maximum headÐ375 FT

R Series
¥ Self-priming pumps with lifting capability to 25 ft.
¥ Close coupled or frame mounted versions
¥ Available in 316 SS or nickel aluminum bronze
¥ Maximum flowÐ450 GPM
¥ Maximum headÐ350 TDH
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Ampco Pumps Company

For over 50 years AmpcoÕs centrifugal pumps, with heavy duty construction and efficient
hydraulic design, have offered unsurpassed quality, service and reliability.

¥ Standard materials of construction are 316 stainless steel and nickel aluminum bronze

¥ Each pump is custom built to your specifications and tested prior to shipment to verify
hydraulic, mechanical and electrical performance

¥ Lead time on standard pumps is one week or less
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AmpcoÕs D Series, the leader in clean-in-place (CIP) applications, is available with
standard clamp type or optional flanged connections.

The M Series offers a semi-open impeller and a 32 RA finish for product handling.

Both the DC3 and M Series are in conformance with 3A standards.

Nickel aluminum bronze (CDA958) offers superior saltwater corrosion resistance to
stainless steel and is less expensive.

AmpcoÕs E, K, R and Z Series models are available in nickel aluminum bronze with flows
from 5 gpm to 1600 gpm and up to 350 feet of head.

Heavy duty construction and efficient hydraulic design provide long life and lower
energy and maintenance costs.

Corrosion resistant materials, from Alloy 20 to pure nickel, and multiple sealing
options are available to meet the most demanding applications.

For additional information, call or write:

Ampco Pumps Company
4424 West Mitchell Street

Milwaukee, WI 53214
(414) 643-1852 Telephone

(414) 643-4452 Fax
www.ampcopumps.com


