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MODEL KC2 1'/2X 1'/a

NICKEL ALUMINUM BRONZE
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TEFC MOTOR DIMENSIONS IN INCHES (For Reference Only) QAFI’EIF(‘;%
HP RPM | FRAME A B D E F H L CP 0P (LBS)
1 1750 | 143JM | 6-1/2 6 312 | 2-3/4 4 11/32 | 10-7/8 | 19-3/16 | 10 110
1-1/2 1750 | 145JM | 6-1/2 6 312 | 2-3/4 5 11/32 | 10-7/8 [ 19-3/16 | 10 114
2 1750 | 145JM | 6-1/2 6 312 | 2-3/4 5 11/32 | 10-7/8 | 19-3/16 | 10 120
2 3500 | 145JM | 6-1/2 6 312 | 2-3/4 5 11/32 | 10-7/8 [ 19-3/16 | 10 120
3 3500 | 145JM | 6-1/2 6 312 | 2-3/4 5 11/32 | 10-7/8 | 19-3/16 | 10 146
5 3500 | 184JM | 8-5/8 | 6-1/2 | 4-1/2 | 3-3/4 | 5-1/2 | 13/32 | 11-1/2 22 11 159
7-1/2 3500 |213JM | 9-5/8 | 8-1/8 | 5-1/4 | 4-1/4 | 51/2 | 13/32 13 25 11-3/4 227
MATERIAL SPECGIFICATIONS
PART NAME NICKEL ALUMINUM BRONZE
Casing, Cover & Impeller AMPCQ® 483
Wear Ring AMPCQ® 18
Motor Shaft Steel
Shaft Sleeve AMPCQ® 18
Adapter Cast Iron







