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Model ZC2/ZCH2 2x2

WEIGHTTEFC MOTOR DIMENSIONS IN INCHES (For Reference Only) APPROX. 
WEIGHT

HP

1-1/2

2

3

5

7-1/2

15

20

25

30

40

RPM

1750

1750

1750

1750

1750

3500

3500

3500

3500

3500

FRAME

145JM

145JM

182JM

184JM

213JM

254JM

256JM

284JM

286JM

324JM

A (typ)

6-1/2

6-1/2

8-5/8

8-5/8

9-1/2

11-1/2

11-1/2

12-3/4

12-3/4

14-1/2

B (typ)

6

6

6-1/2

6-1/2

8

9-3/4

11-1/2

12-3/4

12-3/4

14

D

3-1/2

3-1/2

4-1/2

4-1/2

5-1/4

6-1/4

6-1/4

7

7

8

E

2-3/4

2-3/4

3-3/4

3-3/4

4-1/4

5

5

5-1/2

5-1/2

6-1/4

F

5

5

4-1/2

4-1/2

5-1/2

8-1/4

10

9-1/2

11

10-1/2

H

11/32

11/32

13/32

13/32

13/32

17/32

17/32

17/32

17/32

21/32

L

10-15/16

10-15/16

11-9/16

11-9/16

12-9/16

14-1/32

14-1/32

14-1/32

14-1/32

14-17/32

CP

19-1/4

19-1/4

20-5/8

22-1/8

23-5/8

26-7/8

28-5/8

32-1/4

32-7/8

34-1/8

OP

11-1/4

11-1/4

12-1/4

12-1/4

13

14

14

14-3/4

14-3/4

15-3/4

(LBS)

155

162

171

195

246

405

443

591

652

747

M A T E R I A L  S P E C I F I C A T I O N S
PART NAME NICKEL ALUMINUM BRONZE STAINLESS STEEL

Casing, Cover & Impeller AMPCO® 483 316 Stainless
Wear Rings AMPCO® 18 316 Stainless
Motor Shaft Steel Steel
Shaft Sleeve AMPCO® 18 316 Stainless

Adapter Cast Iron Cast Iron




