Ampco

Centrifugal
Pumps

DATA SHEET

MODEL ZC2/ZCH2 5x4

DISCHARGE
4 INCH 150#
FLAT FACED FLANGE

SUCTION

5 INCH 1504
/ FLAT FACED FLANGE
. | ’ 7 1/4

N H

H-DIA
4 HOLES ‘

TEFC MOTOR DIMENSIONS IN INCHES (For Reference Only) APPROX.

HP RPM | FRAME | A (typ) | B (typ) D E F H L CP 0P “(,EIIB%I;T
7-1/2 | 1750 | 213JM | 9-1/2 8 5-1/4 | 4-1/4 | 51/2 | 13/32 |13-3/32 | 24-1/8 | 12-1/2 296
10 1750 | 215JM | 9-172 8 5-1/4 | 4-1/4 7 13/32 | 13-3/32 | 25-5/16 | 12-1/2 314
15 1750 | 254JM | 11-1/2 | 9-3/4 | 6-1/4 5 8-1/4 | 17/32 |14-11/32| 27-7/16 | 13-1/2 477
20 1750 | 256JM | 11-1/2 | 11-12 | 6-1/4 5 10 17/32 {14-11/32| 29-1/2 | 13-1/2 525

MATERIAL SPECIFICATIONS

PART NAME NICKEL ALUMINUM BRONZE
Casing, Cover & Impeller AMPCO® 482
Wear Rings AMPCO® 18
Motor Shaft Steel
Shaft Sleeve AMPCO® 18
Adapter Cast Iron







