
 

 

ZP1 Series Positive Displacement Pumps 
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Ampco Pumps Company 

2045 West Mill Road 
Glendale, WI 53209 USA  
Phone: (800) 737-8671  
             (414) 643-1852 
Website:  
      www.ampcopumps.com 

V
K

W
 

25 

20 

15 

10 

5 

N
IP

R
 (

P
S

Ia
) 

0 
0                  100                200                 300                400                 500                600 

RPM 

16 

14 

12 

10 

8 

6 

4 

2 

0 

1.25 

200 CPS 

Water 

500 CPS 

1,000 CPS 
2,000 CPS 5,000 CPS 

10,000 CPS 

20,000 CPS 

Water 

5,000 CPS 

10,000 CPS 

20,000 CPS 30,000 CPS 

50
,0

00
 C

PS 

10
0,

00
0 

C
P

S
 

20
0,

00
0 

C
P

S
 

2.0 
.0 

1.0 

100,000 C
PS 

200,000 C
P

S
 

W
K

W
 

1.00 

V
H

P
 

50,000 CPS 

1,000 CPS 

18 

16 

14 

12 

10 

  8 

 6 

  4 

 2 

  0 

70 

60 

50 

40 

30 

20 

10 

L/
M

IN
 

G
P

M
 

100 200 300 400 500 25 PSI 

50 PSI 

100 PSI 

150 PSI 

200 PSI 

0 PSI (0
 BAR) 

25 PSI (1
.72 BAR) 

50 PSI (3
.45 BAR) 

100 PSI (6
.89 BAR) 

150 PSI (1
0.34 BAR) 

200 PSI (1
3.79 BAR) 

SLIP CORRECTION 

Viscosity (CPS) 

150 PSI (10.34 BAR) 
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Ampco 
ZP1 Series 
Model: ZP1-18 
Standard Clearances 
Standard Port Size = 1.5” 
Displacement =  
        0.029 Gal/Rev 
        (0.108 L/Rev) 
 
 
 
 
 
BHP = WHP + VHP 
 
 
Operating Specifications: 
 0-600 RPM Range 
 200 PSI (13.8 bar) Max.  
Pressure 
 Temperature Range 
 -40 oF (-40oC) to  
 300 oF (149oC) 
 
 
 
 
Subject to change without notice 
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