
SIMPLE 
ZP3A SERIES ASEPTIC PUMP LINE

Patented technology is at the core of  
Ampco’s innovative ZP3A aseptic pumps.

Aseptic processing with multiple benefits:

• Standard ZP3 seals
• Standard shafts, bodies and rotors
• Easy to install one piece cover gasket
• Fully CIP-able, no need to tear down pumps daily
• Aseptic fittings
• Standard ZP3 models can be easily converted to ZP3A design

STANDARD FEATURES ON ALL ZP SERIES PD PUMPS 

• Stainless gearcase – Standard on all new ZP Pumps

• Alloy 88 Rotors - Non-Galling

• Hardened Seal Faces - Generates Less Heat

• Stainless Steel Bearing Retainers – Rust Free

• 17-4ph Shafts – More than 3 times the yield strength of 316

• Helical Gears- Stronger and quiet

• 4-Way Mounting – Versatile

• Multiple Access Threaded Grease Zerks – Convenient

• Anti-Microbial Lube –Sanitary

• Gasketed Stainless Steel Cleanout Plugs – Durable

• Stainless Steel Splash Plate – Protection

• 3 Week Delivery – Best In the Industry
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AVAILABLE MODELS INCLUDE:
• ZP3A 33
• ZP3A 63
• ZP3A 133

• ZP3A 223
• ZP3A 323


